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Low Loss Principle

539 Series IntelliSwitch™

Materials
Power Requirements

Maximum Inlet Pressure
3,000 PSIG (210 BAR)

Temperature Range
0°F to 140°F (-18°C to 60°C)

Flow Capacity

Filter
40-micron

Inlet Connection

Outlet Connection

Weight

Regulator and Valve Bodies

Valve Stems
316L stainless steel

Valve Seats
PCTFE

Seals
®

Enclosure NEMA 12/Optional NEMA 4
Powder-coated steel

The Low Loss Principle consists of

Economizer. When the IntelliSwitch™

pressure is low, it automatically switches

source to sense if it has rebuilt pressure.

continues to draw product from this

reducing residual return.

The Electronic Economizer has selectable
settings for 230, 350 & 500 PSIG liquid
cylinders. The IntelliSwitch™ continuously

Economizer setting, the IntelliSwitch™
will draw gas from the headspace of the
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Installation Dimensions

Ordering Information
539 A B C D -X -CON

Series
539

Outlet Pressure Right Side Connection Left Side Connection Assembly Assembly Pigtail

2: 0-50 PSIG -01: Standard Please specify
inlet connection
(if applicable)

CGA
DIN 477
BS 341
and others

.

3: 0-100 PSIG
-0A: Tamper

Resistant
Option

4: 0-150 PSIG

5: 0-200 PSIG 3: Manifold Connector* 3: Manifold Connector*

Options
Option Order Number Description

Remote Alarm

629 Series Wall-mounted manifold designed to equalize liquid cylinder head pressure.

518-1625

AutoSwitch Floor Stand 830-7439 Support AutoSwitch Enclosure

Manifold Floor Stand 830-7437

ADI 9501 9906-9501 3000 PSI IntelliSwitch installation manual

* See pages 32 and 33 for manifold ordering information


