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Style 760 and 860
Tip and Mixer Assembly
Compatible with all fuels, flame ends are removable (Style 761) for replacement or 
for changing to other flame head sizes.

Style Sizes Stock Number For Torch

760 5 810-2705 550/750

760 7 810-2707 550/750

760 8 810-2708 550/750

760 9 810-2709 550/750

760 10 810-2710 550/750

Style Sizes Stock Number For Torch

860 5 811-3805 800

860 7 811-3807 800

860 8 811-3808 800

860 9 811-3809 800

860 10 811-3810 800

760/860 Replacement Heads Sizes Stock Number Thread

761 5 810-1075 1/8-27 NPSM Thread

761 7 810-1077 1/8-27 NPSM Thread

761 8 810-1078 1/8-27 NPSM Thread

761 9 811-1079 1/8-27 NPSM Thread

761 10 811-1080 1/8-27 NPSM Thread

Extension Tube 810-2016

Stock Number Internal Thread Size Style

817-0500

1/2”-25

MPH-HD1

817-0501 MPH-HD2

817-0502 MPH-HD3

817-0503 MPH-HD4

817-0504 MPH-HD5

MAPP Heating Heads

Stock Number External Thread Size Internal Thread Size Length (In.)

811-0853

1/2”-20 M 1/2”-20 F

18

811-0991 24

811-0992 42

Stock Number Tip Adapter Style

811-1410 Style 757 Heating Tip (1/2-20M to 9/16-18M)

817-0327 MAPP Heating Tip (1/2-20M to 1/2-25M)

Goosenecks Shown 811-0853


